CAUTION

WHEN INSTALLING COIL GUARD BE SURE NOT TO PUNCTURE CONDENSER COIL

1. THE 16A41 COIL GUARDS ARE DESIGNED TO PROTECT THE CONDENSER COIL OF THE HVAC UNIT.
THE FOLLOWING ARE INCLUDED:
1- SHIPPING AND PACKING LIST
1- FRONT COIL GUARD
1- END COIL GUARD
1- REAR COIL GUARD
1- SCREEN MEDIA PIECE
1- HARDWARE BAG W/
1- INSTRUCTIONS
24-#10-1/2" SCREWS

INSTALLATION

1. DISCONNECT ALL POWER SOURCES TO THE UNIT.
2. SLIDE THE TOP FLANGE OF FRONT COIL GUARD UNDERNEATH THE TOP FLANGE OF THE HVAC UNIT. (SEE ILL. 2 AND 2A)
3. SCREW THE SIDE FLANGES OF FRONT GUARD WITH THE UNIT. TO AVOID COIL DAMAGE, USE ONLY 1/2" SCREWS PROVIDED.

NOTE: - BE CAREFUL NOT TO DAMAGE THE COIL WHILE INSTALLING THE GUARD.
THE SELF DRILLING SCREWS PROVIDED CAN BE USED ON ALL THE SIDES WITHOUT MATCHING HOLES IN THE UNIT.

5000363 LCCGH062
APR., 27,2017

SPINNAKER RESERVES THE RIGHT TO CHANGE ANY OF THE INFORMATION HEREIN WITHOUT NOTICE.
FIG. 3

4. REMOVE (2) SCREWS ATTACHED TO UNIT BASE PAN AND TOP PANEL. (SEE ILLU. 3) INSTALL SCREEN MEDIA UNDER TOP PANEL AT AN ANGLE TO CLEAR TOP PANEL FLANGE. ONCE SCREEN MEDIA IS INSTALLED, RE-INSTALL BASE PAN AND TOP PANEL SCREWS TO HOLD IN PLACE. ATTACH THE FRONT OF SCREEN MEDIA TO THE CONTROL BOX MULLION USING ONLY 1/2" SCREWS PROVIDED.

5. SLIDE THE TOP FLANGE OF THE END COIL GUARD UNDER THE TOP FLANGE OF THE HVAC UNIT (ILLU. 2 & 2A)

6. SCREW LEFT SIDE FLANGES OF END GUARD TO LEFT CORNER MULLION. SCREW RIGHT SIDE OF END GUARD INTO ENGAGING HOLES ON SCREEN MEDIA. TO AVOID COIL DAMAGE ONLY USE 1/2" SCREWS PROVIDED.

7. REMOVE CONTROL BOX PANEL COVER FROM UNIT. (SEE ILLU. 3)

8. SLIDE THE TOP FLANGE OF REAR GUARD UNDERNEATH CONTROL BOX FLANGE (SEE ILLU. 3 & 3A)

9. SCREW SIDE FLANGES OF REAR GUARD TO UNIT. TO AVOID COIL DAMAGE, ONLY USE 1/2" LONG SCREWS PROVIDED.

10. RE-INSTALL CONTROL BOX COVER OVER CONTROL BOX (SEE ILLU.3 & 3A)

500363 LCCGH062
APR., 27, 2017